PRODUCT

INFORMATION

ASBESTOS IMPREGNATED PTFE PACKING ROPE

REFRACTORY TEMPERATURE: 260°C
. A

THE LENS: STANDARD
P

GRADE: A
. ‘

ORGIN: NINGBO, CHINA
E

APPLICATIONS:

PUMPS, VALVES, AND FLANGES.

SPECIFICATIONS: ACCORDING TO CUSTOMER'S DEMAND

MATERIAL: ASBESTOS IMPREGNATED PTFE

ASBESTOS IMPREGNATED PTFE PACKING ROPE IS MADE OF HIGH-QUALITY ASBESTOS
IMPREGNATED WITH PTFE EMULSION. BECAUSE PTFE HAS BETTER LUBRICITY, ANTI-
CORROSION AND OTHER CHARACTERISTICS, THE PRODUCT HAS MORE EXCELLENT
ANTI-CORROSION, WEAR-RESISTANT AND SEALING EFFECTS.

IT IS OFTEN USED IN PUMPS, VALVES, AND FLANGES.
TEMPERATURE RESISTANCE: 260°C

LINE SPEED: 10M/S

PRESSURE RESISTANCE: 10MPA

PH VALUE: 2~12

www.packingsealing.com




PRODUCT

INFORMATION

BUTTER COTTON YARN PACKING ROPE

REFRACTORY TEMPERATURE: 100°C
. A

THE LENS: STANDARD
A

GRADE: A
A

ORGIN: NINGBO, CHINA
E

APPLICATIONS:

PUMPS, VALVES, AND FLANGES.

SPECIFICATIONS: ACCORDING TO CUSTOMER'S DEMAND

MATERIAL: BUTTER COTTON YARN

THE TALLOW COTTON YARN PACKING ROPE IS MADE OF HIGH-QUALITY COTTON YARN, WHICH
IS COMPLETELY IMPREGNATED WITH SILICONE OIL OR LUBRICATING OIL DURING THE WEAV-
ING PROCESS. IT HAS SELF-LUBRICATING PROPERTIES, GOOD FLEXIBILITY AND ELASTIC SEAL-
ING PROPERTIES.

APPLICABLE EQUIPMENT: ROTARY PUMP, PLUNGER PUMP, RECIPROCATING PUMP, VALVE
STEM, ETC.

APPLICABLE INDUSTRIES: PETROLEUM, METALLURGY, CHEMICAL, FERTILIZER, POWER GEN-
ERATION, AVIATION, AEROSPACE AND OTHER INDUSTRIAL EQUIPMENT.

APPLICABLE MEDIUM: WATER, STEAM, INDUSTRIAL WATER, GAS, ETC.

BUTTER COTTON YARN PACKING ROPE CAN BE DIVIDED INTO: BUTTER COTTON YARN PACK-
ING ROPE, WHITE OIL COTTON YARN PACKING ROPE.

www.packingsealing.com




PRODUCT

INFORMATION

CARBON FIBER PACKING ROPE

REFRACTORY TEMPERATURE: -200 ~ +350°C
. A

THE LENS: STANDARD
GRADE: A

ORGIN: NINGBO, CHINA
E

APPLICATIONS:

PUMPS, VALVES, AND FLANGES.

SPECIFICATIONS: ACCORDING TO CUSTOMER'S DEMAND

MATERIAL: CARBON FIBER

CARBON FIBER PACKING ROPE, ALSO KNOWN AS PRE-OXIDIZED WIRE PACKING, IS A PACKING MADE OF
ACRYLIC FIBER PRE-OXIDIZED AND WOVEN, AND THE SURFACE IS MADE OF PTFE EMULSION AND LUBRI-
CATING TREATMENT. CARBONIZED FIBER PACKING HAS EXCELLENT THERMAL CONDUCTIVITY, WEAR
RESISTANCE AND CHEMICAL STABILITY, AND IS RELATIVELY CHEAP IN NON-ASBESTOS PRODUCTS. IT IS
AN IDEAL ASBESTOS SUBSTITUTE.

APPLICATION EQUIPMENT: SEALING OF VALVES, PUMPS, FLANGES, AGITATORS, MIXERS, STERN
SHAFTS, ETC.

APPLICATION INDUSTRY: PETROLEUM, METALLURGY, CHEMICAL INDUSTRY, FERTILIZER, POWER GEN-
ERATION, INSTRUMENTATION AND OTHER INDUSTRIAL EQUIPMENT.

APPLICATION MEDIUM: THE APPLICATION FIELD IS QUITE WIDE. FOR EXAMPLE: WEAK ACID, ALKALI,
SALT, ORGANIC SOLVENT, SEA WATER, FACTORY WASTEWATER, MINERAL OIL AND OTHER MEDIA.

www.packingsealing.com



PRODUCT

INFORMATION

CERAMIC FIBER CLOTH

REFRACTORY TEMPERATURE: 800-1260°C
. A

THE LENS: 0.03
A

GRADE: A
. ‘

ORGIN: NINGBO, CHINA
E

SPECIFICATIONS:
THICKNESS: 1.5-5MM

PRODUCT HANDLING: REQUIRE PROTECTIVE GLOVES, CLOTH, MASK AND DUST CONTROL.

MATERIAL: CERAMIC FIBER

TEMPERATURE RESISTANCE: 800-1260°C

CERAMIC FIBER IS SUITABLE FOR HIGH TEMPERATURE AND HIGH PRESSURE MACHINES, PUMPS, AND
VALVE SEALING EQUIPMENT, METAL PROCESSING, BOILER, HIGH-TEMPERATURE FURNACE DOORS. IT
CAN BE WIDELY USED IN CHEMICALS, ELECTRICITY, PAPER, FOOD, PHARMACEUTICAL AND OTHER IN-
DUSTRY: CLEAN FLUID OR SLURRY, SALT WATER, EMULSION, GREASE, HYDROCARBON, SOLVENT,
PULP.

PRODUCT FEATURES:

1. LIGHT WEIGHT

2. HIGH TEMPERATURE RESISTANCE

3. SMALL HEAT CAPACITY

4. GOOD THERMAL INSULATION PERFORMANCE

5. GOOD HIGH TEMPERATURE INSULATION PERFORMANCE
6. NON-TOXIC

www.packingsealing.com



PRODUCT

INFORMATION

CERAMIC FIBER CLOTH COVERED WITH ALUMINUM FOIL

REFRACTORY TEMPERATURE: 800-1260°C

A
THE LENS: 0.03
A

GRADE: A
& &
ORGIN: NINGBO, CHINA

&
SPECIFICATIONS:

CAN BE CUSTOMIZED

PRODUCT HANDLING: REQUIRE PROTECTIVE GLOVES, CLOTH, MASK AND DUST CONTROL.

MATERIAL: CERAMIC FIBER CLOTH COVERED WITH ALUMINUM FOIL

TEMPERATURE RESISTANCE: 800-1260°C

CERAMIC FIBER IS SUITABLE FOR HIGH TEMPERATURE AND HIGH PRESSURE MACHINES, PUMPS, AND
VALVE SEALING EQUIPMENT, METAL PROCESSING, BOILER, HIGH-TEMPERATURE FURNACE DOORS. IT
CAN BE WIDELY USED IN CHEMICALS, ELECTRICITY, PAPER, FOOD, PHARMACEUTICAL AND OTHER IN-
DUSTRY: CLEAN FLUID OR SLURRY, SALT WATER, EMULSION, GREASE, HYDROCARBON, SOLVENT,
PULP.

PRODUCT FEATURES:

1. LIGHT WEIGHT

2. HIGH TEMPERATURE RESISTANCE

3. SMALL HEAT CAPACITY

4. GOOD THERMAL INSULATION PERFORMANCE

5. GOOD HIGH TEMPERATURE INSULATION PERFORMANCE
6. NON-TOXIC

www.packingsealing.com



PRODUCT

INFORMATION

CERAMIC FIBER RING

REFRACTORY TEMPERATURE: 800-1260°C

A
THE LENS: 0.03
A

GRADE: A

A
ORGIN: NINGBO, CHINA

&
SPECIFICATIONS:
CAN BE CUSTOMIZED

PRODUCT HANDLING: REQUIRE PROTECTIVE GLOVES, CLOTH, MASK AND DUST CONTROL.

MATERIAL: CERAMIC FIBER

TEMPERATURE RESISTANCE: 800-1260°C

CERAMIC FIBER IS SUITABLE FOR HIGH TEMPERATURE AND HIGH PRESSURE MACHINES, PUMPS, AND
VALVE SEALING EQUIPMENT, METAL PROCESSING, BOILER, HIGH-TEMPERATURE FURNACE DOORS. IT
CAN BE WIDELY USED IN CHEMICALS, ELECTRICITY, PAPER, FOOD, PHARMACEUTICAL AND OTHER IN-
DUSTRY: CLEAN FLUID OR SLURRY, SALT WATER, EMULSION, GREASE, HYDROCARBON, SOLVENT,
PULP.

PRODUCT FEATURES:

1. LIGHT WEIGHT

2. HIGH TEMPERATURE RESISTANCE

3. SMALL HEAT CAPACITY

4. GOOD THERMAL INSULATION PERFORMANCE

5. GOOD HIGH TEMPERATURE INSULATION PERFORMANCE
6. NON-TOXIC

www.packingsealing.com



PRODUCT

INFORMATION

CERAMIC FIBER TAPE

REFRACTORY TEMPERATURE: 800-1260°C
, A

THE LENS: 0.03
A

GRADE: A
A

ORGIN: NINGBO, CHINA
E

SPECIFICATIONS:

THICKNESS: 2MM--6MM
WIDTH: 25MM-300MM

PRODUCT HANDLING: REQUIRE PROTECTIVE GLOVES, CLOTH, MASK AND DUST CONTROL.

MATERIAL: CERAMIC FIBER

TEMPERATURE RESISTANCE: 800-1260°C

CERAMIC FIBER IS SUITABLE FOR HIGH TEMPERATURE AND HIGH PRESSURE MACHINES, PUMPS, AND
VALVE SEALING EQUIPMENT, METAL PROCESSING, BOILER, HIGH-TEMPERATURE FURNACE DOORS. IT
CAN BE WIDELY USED IN CHEMICALS, ELECTRICITY, PAPER, FOOD, PHARMACEUTICAL AND OTHER IN-
DUSTRY: CLEAN FLUID OR SLURRY, SALT WATER, EMULSION, GREASE, HYDROCARBON, SOLVENT,
PULP.

PRODUCT FEATURES:

1. LIGHT WEIGHT

2. HIGH TEMPERATURE RESISTANCE

3. SMALL HEAT CAPACITY

4. GOOD THERMAL INSULATION PERFORMANCE

5. GOOD HIGH TEMPERATURE INSULATION PERFORMANCE
6. NON-TOXIC

www.packingsealing.com



PRODUCT

INFORMATION

HIGH TEMPERATURE RESISTANT CERAMIC FIBER YARN

REFRACTORY TEMPERATURE: 800-1260°C
. A
THE LENS: 0.03

ORGIN: NINGBO, CHINA
F S

SPECIFICATIONS:
2MM-4MM

PRODUCT HANDLING: REQUIRE PROTECTIVE GLOVES, CLOTH, MASK AND DUST CONTROL.

MATERIAL: CERAMIC FIBER YARN

TEMPERATURE RESISTANCE: 800-1260°C

CERAMIC FIBER IS SUITABLE FOR HIGH TEMPERATURE AND HIGH PRESSURE MACHINES, PUMPS, AND
VALVE SEALING EQUIPMENT, METAL PROCESSING, BOILER, HIGH-TEMPERATURE FURNACE DOORS. IT
CAN BE WIDELY USED IN CHEMICALS, ELECTRICITY, PAPER, FOOD, PHARMACEUTICAL AND OTHER IN-
DUSTRY: CLEAN FLUID OR SLURRY, SALT WATER, EMULSION, GREASE, HYDROCARBON, SOLVENT,
PULP.

PRODUCT FEATURES:

1. LIGHT WEIGHT

2. HIGH TEMPERATURE RESISTANCE

3. SMALL HEAT CAPACITY

4. GOOD THERMAL INSULATION PERFORMANCE

5. GOOD HIGH TEMPERATURE INSULATION PERFORMANCE
6. NON-TOXIC

www.packingsealing.com







